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PRODUCT INFORMATION

ATOMIZER HEAD RANGE : EN

AVAILABLE RESISTANCES, COIL MATERIAL 
AND PREFERRED POWER LEVELS

STANDARD ATOMIZER 
HEADS SUPPLIED WITH 
TANKS AND KITS: 

Totally Wicked Skope Air Kit - EN 
0.8ohm

FEATURES AND BENEFITS

   �The EN 0.8ohm atomizer head provides an excellent balance between vapour 
and flavour, without overdoing either.

   �The EN 1.2ohm atomizer head offers similar benefits to the EN 0.8ohm, whilst 
providing a cooler vaping experience

COMPATIBILITY

   �All EN atomizer heads are compatible with the Totally Wicked Skope Air

   �The EN atomizer heads are compatible with the UWELL Caliburn G

The EN atomizer heads are a range of atomizer heads introduced with the 
Totally Wicked Skope Air, they provide an outstanding vaping experience at 
moderate power, offering great flavour and longevity. The EN atomizer heads 
are best suited to vapers who use low to moderate power. 

Resistance 
(ohms)

Coil Material Wicking Material Ideal Power (watts) Power Range (watts)

EN 1.2 AST-Steel Natural Cotton 11 9-12

EN 0.8 AST-Steel Natural Cotton 17 13-18
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ATOMIZER HEAD RANGE : EN

PRIMING

EN atomizer heads are primed 
by dripping a few drops of 
e-liquid onto the cotton at the 
sides of the atomizer head.

After priming a new atomizer 
head and filling the tank, it is 
recommended to wait 5 minutes 
before vaping to ensure the 
atomizer head is fully saturated.


